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Drilled, tapped & 
counterbored holes

Machined welded 
preps

Machined holes  
& shapes

RPG Australia's one-stop-shop steel processing services, now with the 
Okuma MILLAC 1052V II at its core, continue to deliver unparalleled quality, 
exceptional precision and proven reliability.

The go-to experts in
steel machining
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We integrate our full suite of capabilities into our in-house 
Computer Aided Drafting (CAD) expertise. Having our CAD team 
under the same roof working with the latest design software 
technologies enables us to deliver optimum accuracy, faster 
productivity and superior quality outcomes. Our CAD team has 
the expertise to work with clients to ensure we tailor every 
solution to our clients’ needs. 

Computer Aided Drafting (CAD)

Quality & Experience

Capabilities

At RPG Australia, we maintain our competitive edge by managing 
every step of your project, from start to finish. Our latest equipment 
investment enables us to deliver exceptional results to our clients. 

Introducing the Okuma MILLAC 1052V II: a high-performance 
vertical machining centre featuring exceptional rigidity, accuracy, 
and heavy cutting capabilities. 

The machine's robust base-column design features strategically 
placed ribs to counter chatter and twisting during heavy cutting, 
while traditional box ways on all axes ensure long-term accuracy 
and rigidity.

Equipped with a variable speed gear head and large-diameter 
spindle bearings, this machine delivers exceptional torque and 
performance for heavy-duty cutting and rapid machining across 
a wide range of speeds.

The spacious travel and robust table design can handle heavy 
loads, making it perfect for machining large and heavy workpieces.

g
	 All grades of steel including quench and tempered 500 grade, 

aluminium, stainless steel and other non-ferrous materials.
g

	 Work table size: 3200mm x 1050mm
g

	 Three axis: X, Y and Z
g

	 Workload capacity of 5 tonne

Common Applications
g

	 Mining
g

	 Transport

g
	 Agricultural
g

	 General manufacturing


